
Beam Pro
Beam Pro is a spotlight made of aluminium. The luminaires 
materials and finish are of high quality. The luminaire is 
installed on a single-phase (1P) or three-phase rail (3P). The 
design of Beam Pro is elegant and timeless and it is suitable 
for a wide range of applications. Suitable locations are public 
spaces, such as restaurants, cafes, hair salons and other small 
shops, as well as residential buildings. In Beam Pro, changing 
and installing the light source is particularly easy due to the 
easy access of the lamp holder. Choose the desired PAR16 
GU10 led bulb for the luminaire. You can alter the lighting and 
atmosphere of the space by choosing the colour temperature, 
power or beam angle of the lamp. Wireless smart lamps are 
also an option.

• Aluminium housing.

• White, powder-coated RAL 9010 and black powder-coated 

RAL 9005.

• Protection class II.

• Beam Pro 3-P is equipped with a three-phase lighting track 

adapter. The luminaire can be mounted on Global Pro (for-

mer Nokia) tracks.

• Beam Pro 1-P is equipped with a single-phase lighting track 

adapter. The luminaire can be mounted on Global Base 1 

tracks.

• Installation height 2–5 m.

• IP20.

• Max. 7 W LED. Lamp height max 57 mm.

• Suitable for dimmable lamps.

• Ambient temperature range 0 … 25 °C.

Beam Pro 1-phase rail
NO. CODE

• 4146915 A2BEBA IP20 GU10 PAR16 BK 1-P Pro

• 4146916 A2BEBB IP20 GU10 PAR16 WH 1-P Pro

Beam Pro 3-phase rail
NO. CODE

• 4146917 A2BEBC IP20 GU10 PAR16 BK 3-P Pro

• 4146918 A2BEBD IP20 GU10 PAR16 WH 3-P Pro

• In stock
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